
HiT Series
High Rigid Tapping Center



1. Auto Pallet Changer (HiT-360D)

2. Auto Tool Changer

3. Auto Mobile Tranmission Cover
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PRODUCTIVE RIGID
TAPPING CENTER

Rapid Traverse (X / Y / Z)

  60 / 60 / 60 m/min (HiT-400, 400L)  

  50 / 50 / 60 m/min (HiT-360D)

Max. Spindle rpm
  S : 15,000 rpm (OPT 24,000)

  F : 12,000 rpm (OPT 24,000)
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Applied Full Splash Guard

Easy to Access To Machine And Repair

Powerful Roller LM Guide On Every Axis
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High Dignity / High Performance 

Coolant Through Spindle (OPT) : 30bar1 Optimized Stroke (X/Y/Z)

  520 / 400 / 300 mm (HiT-400) 

  700 / 400 / 300 mm (HiT-400L) 

  520 / 360 / 300 mm (HiT-360D) 
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Variety Function / Stable Structure

High Speed 

▲ HiT-400 (full Cover)

Tapping Center that Delivers 

High Productivity and Efficiency 

HiT series use direct high speed spindle which enable stable rigid 
tapping and drilling during prolonged machining. Its quick tool change 
and fast feed minimize non-cutting time to yield high productivity.

Introduction
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Basic Structure

•Vibrate prevention design.

•Optimized height from floor to table to prevent vibration occurring 

   while machining and travelling.

"Rigid C type Structure"

Axis Travel
mm 

Rapid Traverse 
m/min

X-axis Y-axis Z-axis X-axis Y-axis Z-axis

HiT-400 520 400 300 60 60 60

HiT-400L 700 400 300 60 60 60

HiT-360D 520 360 300 50 50 60
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Basic Information

- Designed main structures including Bed & Column as high rigidity 

compact structure by applying FEM design 

FEM(Finite Element Method)

HiT-360D

"Diverse Range of Structural Design"

HiT-400 / 400L HiT-360D

ATC
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HiT-400 HiT-400L HiT-360D

Table Size (WxL) 600 x 400 mm 800 x 400 mm 2 - 650 x 400 mm

Max. Loading Capacity

Table Change Time - - 2.9 sec (Total Mass: 500kg)

Table Change Type - - Up / Down type

Table

"Wide Workpiece Mounting Area" 

Possible to set workpiees and vices in various sizes

- Position control by curvic coupling.

- Application of curvic coupling up/down system.

HiT-360D : APC Table     

Spindle & Feedrate

High Speed Spindle

•HiT series uses low-noise, high-precision tubeless ball screw 
   structure and deflector-type, compact ball screws to prevent 
   rupturing of tubes during high-speed feeding.
•The servo motor is directly coupled to the axes for precise 
   feeding.

•The main BBT-30 spindle (two-face contact) prevents the 
   Z-axis displacement and reduces vibrations during high-speed 
   rotations, realizing high-speed, high-precision machining.
•Direct spindle connection offers minimum number of mini-
   taps and drilling to enable optimum base speed for IT parts /
   HDD / aluminum machining.

Stable Feedrate Structure

200kgf 2-250kgf200kgf

Magazine

"Minimized Idle Time with Rapid Tool Change"

Type of tool
Tool dimensions to avoid 

interference with the ATC cover

L1 (Tool length) D1 (Tool dia.) W (Tool weight) W*L 
(Tool moment) L2 D2

HiT-400, 400L : 200 mm 
HiT-360D : 150 mm 

Ø80 mm 2.5 kg 250 kgf*mm Min 15 mm
1~19 port : Max 58 mm
20, 21 port : Max 65 mm

 

･ Type of tool shank : BBT-30

･ Max. tool number : 21ea

･ Tool change time (C to C) : 1.6 sec 
(Total mass 15 kg / 21ATC) L1

Ø
D

1

L2

Ø
D

2
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Machine construction

· Programming in convenient functions and rich machining cycles.

· It displays the machine status and 
the  tools in use while machining.

· The realistic machining simulation 
checks  the program.

Manual Guide i (Fanuc_OPT)

With the Manual Guide i, the 

operator is able to create a 

machining program for the 

desired geometry including the 

pattern simply if he / she enters 

numeric values for the basic 

machining geometry.

Convenient Operator Panel

The operator panel is newly designed from the 

operator's viewpoint and thus enhances the 

operator's convenience.

"User Friendly Design"

10.4" display as standard

(SIEMENS : USB Slot & CF Card Slot as standard)

Enhanced operability by optimizing the layout and 

improving the touch feeling of control buttons

Horizontal keys enhance user convenience

Separately mounting MPG for workpiece setting 

convenience

Long time continuous DNC operation with the                

CF memory card(OPT) even without the data server.

90o Rotating Operator Panel (STD)
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• SIEMENS 828D : Max.15,000rpm (STD) / 24,000rpm (OPT)

• FANUC 0i-MF : Max.12,000rpm (STD) / 24,000rpm (OPT)

HiT-400 / HiT-400L  / HiT-360D

Optimum Base Speed for Aluminum Machining

The direct spindle structure and BBT-30 Tool shank are adopted as the standard and the 
ceramic bearing is implemented to minimize the thermal deformation.
High-quality products are produced with stability even during prolonged machining. 
Enhanced user convenience and machining optimization through various add-on 
functions further boost the product quality.

HIGH PERFORMANCE &
HIGH PRODUCTIVITY 
TAPPING CENTER

▲HiT-400L▲HiT-360D
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Hwacheon Software

"Detect and diagnose the most minute of  tool-    
end point movement"

Hwacheon Tool Load 
Detect System

HTLD constantly monitors the tool wear to 
prevent accidents, which may occur from a 
damaged tool and help to stop tool wear from 
deteriorating the workpiece.
(The load is measured every 8 msec to ensure 
accuracy.)

"Roughing quickly, finishing is precisely"

Hwacheon Efficient 
Contour Control System

HECC offers an easy to use programming 
interface for different workpieces and different 
processing modes. The system provides a 
precise,custom contour control for the selected 
workpiece, while prolonging the life of the 
machine and decreasing process time. The 
customizable display provides real-time 
monitoring and quick access.

"Maximize your productivity with intelligent 
system"

Cutting Feed 
Optimization System

OPTIMA utilizes an adaptive control method to 
regulate the feed rate in real time, to sustain the 
cutting load during a machining process. As a 
result the tools are less prone to damage and the 
machining time is optimized.

"Hwacheon Spindle Displacement Control System
 + Hwacheon Frame Displacement Control System"

Hwacheon Thermal Displacement 
Control System(OPT)

HTDC integrates the Hwacheon Spindle 
Displacement Control system and the Frame 
Displacement Control System.

“System for maintaining processing accuracy   for 
a long period of machining" 

Hwacheon Frame Displacement 
Control System(OPT)

HFDC is equipped with highly sensitive thermal 
sensors in the casting region where thermal 
activity is suspected; monitoring and correcting 
displacement.

"Real-time correction for the displacement in the 
spindle"

Hwacheon Spindle Displacement 
Control System(OPT)

When the spindle rotates at high speed, the 
centrifugal force drives the taper to expand, 
causing errors in Z axis. HSDC constantly 
monitors the temperature at each spindle region 
and makes optimal prediction for thermal 
displacement. The system then makes necessary 
adjustments and eff ectively minimizing thermal 
displacement.

Hwacheon Software



Spindle Power Torque Diagram 

9

* Unit: mm(inch)Machine Size

Front View Right View

1,690
(66.54")

2,
38

4 
(9

3.
86

")
 / 

C
TS

 ty
pe

 : 

2,085
(82.09")

HiT-400

HiT-360D

40
1

(1
5.

79
")

HiT-400L

Front View Front ViewRight View

2,140
(84.25")

2,
38

4
(9

3.
86

")

2,085
(82.25")

40
1

(1
5.

79
")

Right View

1,884
(74.17")

2,
47

5
(9

7.
4

4"
)

2,977
(117.2")

31
7

(1
2.

48
")

SIEMENS-828D : 15,000 RPM (Std.) SIEMENS-828D : 24,000 RPM (Opt.)

FANUC 0i-MF : 12,000 RPM (Std. Low) FANUC 0i-MF : 12,000 RPM (Std. High) FANUC 0i-MF : 24,000 RPM (Opt.)



     

Product Configuration *Each product can be configured to fit your application

HiT Series

Table Traverse

HiT-400

HiT-400L

HiT-360D

Machine Specifications

Column Traverse
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Machine Details

S : SIEMENS   F : FANUC 

ITEM HiT-400 HiT-400L HiT-360D

Travel

Axis Travel (X / Y / Z) mm(inch) 520 / 400 / 300 
(20.47” / 15.75 ” / 11.81’)

700 / 400 / 300 
(27.56”/ 15.75” / 11.81”)

520 / 360 / 300  
(20.47" / 14.17" / 11.81")

Distance from Table Surface to 
Spindle Gauge Plane mm(inch) 150 ~ 450 (5.91” ~ 17.72”) 190 ~ 490 (7.48” ~ 19.29”)

Distance between Column to Spindle Center mm(inch) 454 (17.87”)

Table

Table Size (W x L) mm(inch) 600 x 400  (23.62” x 15.75” ) 800 x 400 (31.5" x15.75") 2 - 650 x 400 (25.59” x 15.75”)

Max. Loading Capacity kgf(lbf) 200 (441) 250 (551) - 2ea

T-Slot (Size x Space - ea) mm(inch) 24 x 125 (0.94" x 4.92") – 3ea 24 x 125 (0.94" x 4.92") – 3ea 2 - 24 x 100 (0.94" x 3.94") – 3ea

Table Change Time (HiT-360D) sec - 2.9 (Total Mass 500kgf)

Table Change Type (HiT-360D) type - Up / Down Type

Spindle

Max. Spindle Speed rpm S : Max.15,000 (Opt.24,000), F : Max.12,000 (Opt.24,000)

Spindle Motor kW(HP) S : 6.2 / 5.2 (8.3 / 6.9), F : 7.5 / 5.5 (10 / 7.3)

Coolant Motor (Spindle) kW(HP) 1.2 (1.62)

Method of Spindle Lubrication & Cooling - Grease / Jacket Cooling

Feedrate

Rapid Traverse (X / Y / Z) m/min(ipm) 60 / 60 / 60
(2,362.2" / 2,362.2" / 2,362.2")

50 / 50 / 60 
(1,968.5" / 1,968.5" / 2,362.2")

ATC

Type of Tool Shank -  BBT 30
Tool Storage Capacity ea 21

Max. Tool Dia. mm(inch) Ø80 (Ø3.15”)

Max. Tool Length mm(inch) 200 (7.87”) 150 (5.91”)

Max. Tool Weight kg(lb) 2.5 (6)

Tool Change Time [C to C] sec 1.6 (Total Mass 15kg / 21ATC)

Motor

  Servo Motor (X / Y / Z) kW(HP) S : 2.6 / 2.6 / 2.6 (3.5 / 3.5 / 3.5),
F : 1.8 / 1.8 / 3.0 (2.4 / 2.4 / 4)

S : 3.3 / 3.3 / 3.3 (4.4 / 4.4 / 4.4),
F : 3.0 / 3.0 / 3.0 (4 / 4 / 4)

Power Source

Power Capacity kVA 25

Power Specification - S : 380V, 60Hz / F : 220V, 60Hz
Compress Air Supply 
(Pressure x Consumption) kgf/cm2 5

Coolant Motor W(HP) 1,100 (1.5) 

Machine Size

Height (from 
Floor to Top 
of machine)

Standard mm(inch) 2,384 (93.86”) 2,384 (93.86”) 2,475 (97.44”)
Main top cover (Non CTS) mm(inch) 2,500 (98.43") 2,500 (98.43") 2,785 (109.65")

Main Top cover (CTS) mm(inch) 2,660 (104.72") 2,660 (104.72") 2,935 (115.55")

Floor Space (L x W) mm(inch) 2,085 x 1,690 (82.09”x 66.54”) 2,085 x 2,140 (82.09” x 84.25”) 2,977 x 1,884 (117.2” x 74.17”)

Weight kg(lb) 2,500 (5,512) 2,600 (5,732) 3,500 (7,716)

NC Controller

Model - SIEMENS-828D / FANUC 0i-MF 

Screen Size - 10.4” LCD

Memory Capacity - S : 5MB, F : 512kB



Accessories
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NC Specifications [SIEMENS-828D & FANUC  0i-MF] 

CNC system
NC Controller SIEMENS-828D FANUC-0i-MF

Display 10.4" Color LCD 10.4" Color LCD

Controlled axis

Linear Interpolation Axis 4-Axis 4-Axis

Simultaneously Controlled Axis 3-Axis 3-Axis

Least Input Increment 0.001mm, 0.001deg, 0.0001inch 0.001mm, 0.001deg, 0.0001inch

Operation

Automatic & MDI Operation Basic Basic

Number Of Channels 1 Channel 1 Channel

Inch / Metric Conversion G70, G71 G20, 21

Manual Handle Feed Rate 1UNIT (X1, X10, X100) 1UNIT (X1, X10, X100)

Language Multi-Language Multi-Language

Interpolation Funtions

Positioning G00 G00

Linear Interpolation G01 G01

Circular Interpolation G02, G03 G02, G03

Dwell (Per Seconds) G04 G04

Reference Position Approach G74 G28

Tool Function 

Tool Function T-number T2-digits

Tool Offset Pairs 256/512ea 400pairs

Program Input

NC Memory 5MB 512Kbyte

Sub Program Call 11 Levels 10 Folds Nested

User Parameter R-Parameter(300ea) #100~#199, #500~#999

Work Piece Coordinate System G54~G59 G54~G59

Work Offset Pair 100ea -

Addition of Work Piece Coordinate Pair - 48ea

Look Ahead, Block 150 Block 40 Block

Data Input / Output

Interface Device USB, CF CARD, LAN USB, CF CARD, LAN

Standard Accessories Optional Accessories
•ATC : 21ea •Additional M Codes 

•Automatic Lubrication Unit •Air Blow 

•Index Interface (HiT-400, HiT-400L)

•Auto Power Off •Air Gap Sensor (1ea)

•Main Top Cover (Non-CTS / CTS)

•Bed Shower Coolant •Air Gun

•Manual Guide i (For FANUC System)

•Cabinet Fan •APC Rotary joint (6 / 10port) 

•Mist Collector 

•CNC System : FANUC 0i-MF   & Fixture (30 / 200 bar_HiT-360D)

•NC Cooler

•Coolant System (Nozzle / HiT-400, 400L) •Audible signal lamp

•Oil Cooler

•Coolant Tank and Chip Tray •Automatic Door

•Oil Mist (Minimal Quantity Lubrication)

•Door Interlock •CF Memory Card (2GB, FANUC)

•Oil Skimmer

•Full Cover •CF Memory Card (16GB, SIEMENS)

•Part Program Storage Length (FANUC, 2MB)

•Hwacheon Software System •Chip Conveyor (hinge / scraper) 

•Sub Top Cover (HiT-400, HiT-400L)

− Hwacheon Efficient Contour Control System (HECC) •Chip Conveyor Interface

•Tool Taper Washing Unit

− Hwacheon Tool Load Detect System (HTLD) •Coolant Ceiling Shower

•Touch Probe

− Cutting Feed Opimization System (OPTIMA) •Coolant Gun

•Touch / Work Probe Interface

•Leveling Block Set •Coolant Through Spindle (30bar) 

•Transformer (25kVA)

•MPG Handle (Portable) •Counter (Work & Tool)

•Transformer Interface

•Operation Manual & Part List •Cyclone Filter for Fine Chip

•Robot Interface (For FANUC System / HiT-400, HiT-400L)

•Signal Lamp (R/Y/G, 3-color) •Data Server (256MB / 2GB)

•Rotary Table (4-Axis)

•Spindle Air Blast •Data Server Interface

•Rotary Table Interface

•Tool Box & Kits •                                                                                                                        •Work Light (Addition / HiT-400, HiT-400L)

•Work Light •Hwacheon Software System

•Work Probe 

− Hwacheon Thermal Displacement Control System (HTDC)

•Jig & Fixture Interface (HiT-400, HiT-400L_Hydraulic, Pneumatic / HiT-360D_Pneumatic, APC Rotary Joint X)

•High Column (150mm / HiT-400, HiT-400L)
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Please contact us for product inquiries.

HEAD OFFICE

HWACHEON MACHINERY CO., LTD
46, BANGBAE-RO, SEOCHO-GU, SEOUL, KOREA

TEL: +82-2-523-7766         FAX: +82-2-523-2867

HWACHEON MACHINE TOOL CO., LTD
123-17, HANAMSANDAN 4BEON-RO, GWANGSAN-GU, GWANGJU, KOREA

TEL: +82-62-951-5111         FAX: +82-62-951-0086

The product design and specifications may change without prior notice.

The specifications in this catalogue are based on standard voltage requirements.

Read the operation manual carefully and thoroughly before operating the product,

and always follow the safety instructions and warnings labels attahed on the surfaces of the machines.

www.hwacheon.com

USA 

HWACHEON MACHINERY AMERICA, INC.
555 BOND STREET, LINCOLNSHIRE, ILLINOIS, 60069, USA

TEL: +1-847-573-0100     FAX: +1-847-573-9900

SINGAPORE

HWACHEON ASIA PACIFIC PTE. LTD.
21 BUKIT BATOK CRESCENT, #08-79 WCEGA TOWER, 

658065, SINGAPORE 

TEL: +65-6515-4357     FAX: +65-6515-4358

VIETNAM

HWACHEON MACHINE TOOL VIETNAM CO., LTD.
UNIT 507, 5TH FLOOR, LOT T2-4, D1 ROAD, SAIGON HI-TECH PARK, 

TAN PHU WARD, DISTRICT 9, HO CHI MINH CITY, VIETNAM

TEL: +84 (0)28-2253-2613     FAX: +84 (0)28-2253-2614

GERMANY

HWACHEON MACHINERY EUROPE GMBH
JOSEF-BAUMANN STR. 25, 44805, BOCHUM, GERMANY 

TEL: +49-234-912-816-0     FAX: +49-234-912-816-60

INDIA

HWACHEON MACHINE TOOL INDIA PTE. LTD.
103, GULMOHAR CENTRE POINT,34/A,WADGAON SHERI, 

PUNE 411 014, INDIA

TEL: +91-20-6560-0168

CHINA

HWACHEON MACHINE TOOL CHINA CO., LTD.
B03A LIANGUAN JUHE INTERNATIONAL HARDWARE CITY, NO. 

143 ZHENANZHONG ROAD, JINXIA, CHANGAN TOWN, 

DONGGUAN CITY, GUANDONG PROVINCE , CHINA  #523852 

TEL: +86-769-8932-0601       FAX: +86-769-8932-0602


