
Large-Size Vertical Machining Center with Box Way

SIRIUS-850 / 1050
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HWACHEON CATALOG : SIRIUS-850/1050



Worldwide professional count on SIRIUS-850/1050 Box Way 

Machining Center

The SIRIUS-850/1050 vertical machining centers incorporates highly rigid box 

way slide design for all axes for absolute consistent work result. The rigid 

high-output spindle delivers strong and efficient machining performance 

during roughing and at high speed, and the user-friendly design will make 

your work more productive.

1 Mold Base     2 Vacuum Pad (Head) / SUS304     3 Automotive Mold     4 Mold Base     5 Automotive Mold

LARGE-SIZE VERTICAL 
MACHINING CENTER 
WITH BOX WAY
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3Hi-Speed Vertical Machining Center
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HIGH-SPEED STABILITY
FOR LARGE-SIZE APPLICATIONS

SIRIUS-850/1050 vertical machining centers have been trusted by the professionals all over 

the world for more than twenty years. The box way slide design guarantees persistent, 

quality result every time, and the air levitation feed system allows for gentle yet precise 

feed. The spindle integrates a powerful, high-performance motor to deliver perfect 

machining result for large-size workpiece. The large work area allows for easy clamping 

& unclamping of large workpieces the full-enclosure cover keeps your workspace safer 

and cleaner. Hwacheon's proprietary machining software options, and a wide selection of 

options and convenient features will help you to be productive and efficient.

Heavy Duty Machining

HWACHEON CATALOG : SIRIUS-850/1050



Air Floating System
Hwacheon’s over 60 years of experience can be seen on the perfectly hand-scraped 

guide way surfaces. Ensuring lowest vibrations and achieving highest precision even 

during machining of hardest materials. The air floating system allows precise control 

in smallest increments even with heavy workpieces.

4-Guide Box Way Design
To reduce friction and to ensure accurate table feed, 

a 4-guide box way design  has been integrated at the 

Y-axis. This ensures best support and keeps friction 

low. The guide ways are wide dimensioned.

5Heavy Duty Machining

Oil-Jet Cooling
The Oil-Jet cooling and the Jacket Cooling designs have been perfected 

by Hwacheon's experience and know how in building high quality spindles. 

These unique yet highly effective cooling systems minimize the thermal 

displacement during prolonged machine operations.

Integrated Motor Spindle
In Hwacheon temperature controlled clean room facilities, where this Super 

Precision High Speed Spindles are assembled, only the most experienced and 

skilled engineers are allowed to produce at highest industry and quality standards 

a spindle worth to be named Made by Hwacheon.

Oil Cooler

Oil Tank
Spindle Oil(Hi-Yun)

Suction Pump

Rear Bearing Cooling 
(Oil-Jet)

Integrated Motor 
(Built-In)

Front bearing cooling (Oil-jet)

Front Bearing Radiation 
(Jacket Circulated)

Motor Housing Radiation 
(Jacket Circulated)
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The Hwacheon's developed 

machining software monitors 

different variables related to the 

work environment and machining 

conditions automatically makes 

adjustments for best quality results 

and optimum work efficiency.

MACHINING 
SOFTWARE
The Hwacheon Machining 

Software Components

HTDC integrates the Hwacheon Spindle Displacement 

Control system and the Frame Displacement Control System.

HTDC (HSDC + HFDC)
Hwacheon Thermal Displacement Control System 

(HSDC + HFDC)

HFDC is equipped with highly sensitive thermal 

sensors located at various locations where thermal 

activity is suspected; monitoring and correcting 

displacement.

HFDC
Hwacheon Frame Displacement Control System

The HSDC system corrects the Z-axis error occuring from the  

taper expansion during the spindle's high speed rotation.

Static displacement compensation

When the spindle rotates at high speed, the 

centrifugal force drives the taper to expand, causing 

errors in Z axis. HSDC constantly monitors the 

temperature at each spindle region and makes 

optimal prediction for thermal displacement.

The system then makes necessary adjustments and 

effectively minimizing thermal displacement.

HSDC
Hwacheon Spindle Displacement Control System

+ RELIABILITY

HWACHEON CATALOG : SIRIUS-850/1050



9The Hwacheon Machining Software Components

PRECISION ++ RELIABILITY

SPEED +

HECC offers an easy-to-use programming interface for different work 

-pieces and different processing modes. The system provides a precise, 

custom contour control for the selected workpiece, while prolonging the 

life of the machine and decreasing process time. The customizable display 

provides real-time monitoring and quick access.

HECC
Hwacheon High-Efficiency Contour Control System

• Program offers different options for different cutting speed 

and accuracy for roughness and shapes.

• The customizable display provides real-time monitoring and quick, easy access.

• The program is executable on an existing NC DATA system  

and works with the G Code system.

HTLD
Hwacheon Tool Load Detect System

HTLD constantly monitors the tool wear to prevent accidents,

which may occur from a damaged tool and help to stop tool

wear from deteriorating the workpiece.

(The load is measured every 8 msec to ensure accuracy)

OPTIMA utilizes an adaptive control method to 

regulate the feed rate in real time, to sustain the 

cutting load during a machining process. As a result 

the tools are less prone to damage and the 

machining time is reduced.

OPTIMA
Cutting Feed Optimization System



SIRIUS-850/1050 offer user friendly design and a wide variety of useful options 

of practical applications, so you can concentrate on what you do best: creating 

quality products-without losing your valuable time to the worries of machine 

failure and safety. A wide variety of performance upgrade options are available 

for faster, more precise machining.

Auto Measurement System (Option)
When the machine begins to work, the measurement system automatically measures the work

-piece and the tool, and makes necessary adjustment. This system saves machining time and 

guarantees high quality result every time regardless of the machinist's skill and because the system 

constantly monitors the tools and the workpiece for any abnormality, potential machine-related 

accidents can be prevented. The system integrates perfectly with other equipment to make your 

automated production line more productive and efficient.

Wide Work Area
The user-friendly C-type frame structure and 

wide work area allow for quick, easy mounting 

and unmounting of a workpiece. 

A large work -piece can be easily loaded and 

unloaded with the crane.
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USER FRIENDLY DESIGN,
A WIDE RANGE OF
OPTIONAL FEATURES

HWACHEON CATALOG : SIRIUS-850/1050
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Standard (8,000rpm) Option (12,000rpm)

Product Data

Top
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Spindle Power – Torque Diagram



12

Product Configuration Each product can be configured to fit your application.

HWACHEON CATALOG : SIRIUS-850/1050

Machine Specifications

ITEM
SIRIUS-850 SIRIUS-1050

8,000 12,000 8,000 12,000

Travel
Stroke (X / Y / Z) mm(inch) 2,000 / 850 / 750 (78.74 / 33.47 / 29.53) 2,500 / 1,050 / 850 (98.43 / 41.34 / 33.47)

Distance from Table Surface To Spindle Gauge 
Plane mm(inch) 200 ~ 950 (7.87 ~ 37.40) 200 ~ 1,050 (7.87 ~ 41.34)

Distance between Columns to Spindle Center mm(inch) 900 (35.43) 1,090 (42.91)
Table
Working Surface mm(inch) 2,150 x 850 (84.65 x 33.47) 2,800 x 1,050 (110.24 x 41.34)
Table Loading Capacity kgf(lbf) 4,000 (8,818) 5,000 (11,023)

Table Surface Configuration 
(T slots WxP – No. of slots) 

mm(inch) 22 x 125 (0.87 x 4.92) / 6ea 22 x 150 (0.87 x 5.91) / 7ea

Spindle
Max.Spindle Speed rpm 8,000 12,000 8,000 12,000
Spindle Motor kW(HP) 30 / 25 (40 / 34)
Type of Spindle Taper Hole - ISO#50, 7 / 24 Taper (BBT-50)
Spindle Bearing Inner Diameter mm(inch) Ø100 (Ø3.94)
Method of Spindle Lubrication & Cooling - Oil-Jet Lub. + Jacket Cooling
Feedrate
Rapid Speed (X / Y / Z) m/min(ipm) 16 / 16 / 16 (630 / 630 / 630) 20 / 20 / 16 (787 / 787 / 630)
Feedrate (X / Y / Z) mm/min(ipm) 1 ~ 10,000 (0.04 ~ 394) 1 ~ 8,000 (0.04 ~ 315)
ATC
Type of Tool Shank - BBT-50 (OPT: CAT-50) BBT-50 (OPT: CAT-50)
Type of Pull Stud - 90˚ Type 90˚ Type
Tool Storage Capacity ea 24 24 (OPT: 30)

Max. Tool Diameter 
[With / Without Adjacent Tools]

mm(inch) Ø110 / Ø200 (4.33 / 7.87) Ø100 /  Ø200 (3.94 / 7.87)

Max. Tool Length mm(inch) 350 (13.78) 350 (13.78)
Max. Tool Weight kgf(lbf) 20 (44.09) 20 (44.09)
Method of Tool Selection - Memory random Memory random

Method of Operation 
(Magazine / Swing Arm)

- Geared Motor / Geared Motor Geared Motor / Geared Motor

Motor
Feed Motor (X / Y / Z) kW(HP) 4.0 / 4.0 / 7.0 (5.4 / 5.4 / 9.4) 6.0 / 9.0/ 9.0 (8.0 / 12.1 / 12.1)

Coolant Motor 
(Spindle / Chip Flushing)

kW(HP) 0.4 / 0.9 (0.54 / 1.21) 0.4 / 0.9 (0.54 / 1.21)

Power Source
Electric Power Supply kVA 75 75

Compressed Air Supply 
(Pressure x Consumption) 

- 0.5 ~ 0.7MPa x 1,870Nℓ/min 0.5 ~ 0.7MPa x 1,870Nℓ/min

Tank Capacity
Spindle Cooling / Lubrication ℓ(gal) 60 / 12 (15.85 / 3.17) 60 (15.85) / X,Y Axis: 12 (3.17), Z Axis: 2 (0.53)
Coolant ℓ(gal) 1,020 (270) 1,250 (330.22)
Machine Size
Height mm(inch) 3,670 (144.49) 3,750 (147.64)
Floor Space (Length x Width) mm(inch) 5,730 x 4,670 (225.59 x 183.86) 6,630 x 4,730 (261.02 x 186.22)
Weight  kgf(lbf) 20,710 (45,657) 27,690 (61,046)
NC Controller Fanuc 31i-B

30 / 25 kW

BBT-50 CAT-50

24 Tools Magazine

8,000 rpm 12,000 rpm

SIRIUS-850

30 / 25 kW

BBT-50 CAT-50

8,000 rpm 12,000 rpm

SIRIUS-1050

24 Tools Magazine 30 Tools Magazine



Standard Accessories Optional Accessories

•Adjust Bolt, Block & Plate •Workpiece Coordinate System (48ea) •Air Dryer •Spindle Through Coolant (3MPa / 7MPa)
•Air Blower •Work Light •Air Gun    – In case of Full cover applicable
•Base Around Splash Guard •10.4” Color LCD •Auto Door •Tool Life Management 
   (Semi Cover) •Cutting Feed Optimization System •Base Around Splash Guard (Full Cover) •Tool Measuring System-Renishaw / Blum
•Coil Conveyor, SIRIUS-850 (3ea)  (OPTIMA) •Coolant Gun    (Touch Type, Laser Type)
•Coil Conveyor, SIRIUS-1050 (2ea) •Hwacheon Efficient Contour •Data Server Interface •Transformer
•Coolant System    Control System (HECC) •Data Server (256MB / 1,024MB) •Workpiece Measuring System- Renishaw / Blum (Touch Type)

•Door Interlock •Hwacheon Tool Load Detect System •Lift Up Chip Conveyor (Hinge Type, Scraper Type) •4-axis Interface 
•Lubrication System    (HTLD) •Linear Scale (X / Y / Z) •Hwacheon Artificial Intelligence Control
•MPG Handle (1ea) •Hwacheon Artificial Intelligence Control •Manual Guide i     System (HAI) 600/1000 Block 

•Operation Manual & Parts List    System (HAI) 200 Block  •Mist Collector – Full Cover •30 Tools Magazine (SIRIUS-1050)
•Pneumatics System •Hwacheon Thermal Displacement Control System (HTDC) •MPG Handle (3ea)
•Rigid Tapping    - Hwacheon Spindle Displacement Control System (HSDC) + •Nano Smoothing Interpolation 
•Signal Lamp (R / G / Y, 3 Colors)    - Hwacheon Frame Displacement Control System (HFDC) •NURBS Interpolation
•Spindle Cooler •Oil Skimmer
•Tool Kit & Box •Oil Mist (Semi Dry Cutting System)
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Standard and Optional product components

ITEM SPECIFICATION
Scaling, Programmable mirror image O

Coordinate system rotation S

Tape format for fanuc series 15 O

Manual Guide i O

Spindle speed function

Spindle serial output S

Spindle override 50 - 120% S

Spindle orientation / Rigid tapping S

Tool function / compensation

Tool function T4 - digits S

Tool offset pairs ±6 - digits 200ea S

Tool offset pairs ±6 - digits 400ea, 999ea O

Tool offset memory C S

Tool length compensation / Tool length measurement S

Cutter compensation C S

Tool life management O

Editing operation

Part program storage length / 
Number of register able programs

256kB / 500ea S

Part program storage length / 
Number of register able programs

512kB / 1,000ea
1MB / 1,000ea, 2MB / 1,000ea

O

Extended part program editing / Background editing S

Play Back O

Setting and display

Clock function S

Self-diagnosis function / Alarm history display S

Help function / Graphic function S

Run hour and parts count display S

Dynamic graphic display O

Multi-language display
English, German, French, Italian, 
Chinese, Spanish, Korean, Russian
Portuguese, Polish, Hungarian, Swedish

S

Data input / output

Reader / Puncher interface CH1 RS232C S

Data server 256MB / 1,024MB O

Ethernet Interface  S

Memory card interface

Auto data backup SRAM+ Part Prog ram S

Others

Display unit 10.4” Color LCD S

HWACHEON Machining Software

Hwacheon Artificial Intelligence Control
System (HAI) 200 block S

Hwacheon Artificial Intelligence Control
System (HAI) 600 / 1000 block O

Hwacheon Efficient Contour Control System (HECC) S

Hwacheon Tool Load Detect (HTLD) S

Cutting Feed Optimization System (OPTIMA) S

Hwacheon Thermal Displacement Control System (HTDC) S

4- Axis interface function Option

Controlled axes / Simultaneously controlled axes / 
Control axis detach Included 4-axis Interface option O

※ ㅡ : Not available   S : Standard   O : Option

ITEM SPECIFICATION
Controlled axis

Controlled axis 3-Axes S

Controlled axis 5-Axes (Max.) O

Simultaneously controlled axes 3-Axes S

Simultaneously controlled axes 4-Axes (Max.) O

Least input increment 0.001mm, 0.001deg, 0.0001inch S

Least input increment 1 / 10 0.0001mm, 0.0001deg, 0.00001inch O

inch/metric conversion G20, G21 S

Store stroke check 1 / 2 S

Mirror Image S

Store pitch error compensation S

Backlash compensation S

Operation

Automatic & MDI operation S

DNC operation by memory card PCMCIA card is required S

Program number search / 
Sequence number search

S

Dry run, single block S

Manual handle feed / feed rate 1 Unit / x1, x10, x100 S

Interpolation function

Positioning / Linear interpolation / 
Circular interpolation / Dwell (Per seconds)

G00 / G01 / G02,G03 / G04 S

Cylindrical interpolation 4-axis interface option is required O

Helical interpolation
Circular interpolation plus 
max.2axes linear interpolation

S

Reference position return check / Return G27 / G28,G29 S

2nd, 3rd and 4th reference position return G30 S

Skip G31 S

Feed function

Rapid traverse override F0, F25, F50, F100 S

Feedrate (mm/min) S

Feedrate override 0 ~ 150% S

Jog feed override / Override cancel 0 ~ 4,000mm/min / M48, M49 S

Program input

Tape code EIA / ISO S

Sequence number N8 - Digits S

Decimal point programming S

Coordinate system setting G92 S

Workpiece coordinate system G54 - G59 S

Workpiece coordinate system preset O

Addition of workpiece coordinate pair 48ea S

Addition of workpiece coordinate pair 300ea O

Manual absolute on and off S

Chamfering / Corner R S

Programmable data input G10 S

Sub program call 10 folds nested S

Custom macro B S

Addition of custom macro common variables #100 - #199, #500 - #999 O

Canned cycles for drilling S

Automatic corner override O

Feedrate clamp based on arc radius S

Polar Coordinate System O

NC Specifications [Fanuc 31i-B]

Machine Specifications



Hwacheon Global Network

 Hwacheon Headquarters     Hwacheon Europe    Hwacheon Asia   Hwacheon America
 

HC-M261-R3.3-201901

HEAD OFFICE

HWACHEON MACHINE TOOL CO., LTD.

123-17, HANAMSANDAN 4BEON-RO, GWANGSAN-GU, GWANGJU, KOREA

TEL: +82-62-951-5111     FAX: +82-62-951-0086

SEOUL OFFICE

46, BANGBAE-RO, SEOCHO-GU, SEOUL, KOREA

TEL: +82-2-523-7766     FAX: +82-2-523-2867

USA

HWACHEON MACHINERY AMERICA, INC.

555 BOND STREET, LINCOLNSHIRE, ILLINOIS, 60069, USA

TEL: +1-847-573-0100     FAX: +1-847-573-9900

SINGAPORE

HWACHEON ASIA PACIFIC PTE. LTD.

21 BUKIT BATOK CRESCENT, #08-79 WCEGA TOWER, 

658065, SINGAPORE 

TEL: +65-6515-4357     FAX: +65-6515-4358

VIETNAM

HWACHEON MACHINE TOOL VIETNAM CO., LTD.

UNIT 507, 5TH FLOOR, LOT T2-4, D1 ROAD, SAIGON HI-TECH PARK, 

TAN PHU WARD, DISTRICT 9, HO CHI MINH CITY, VIETNAM

TEL: +84 (0)28-2253-2613     FAX: +84 (0)28-2253-2614

GERMANY

HWACHEON MACHINERY EUROPE GMBH

JOSEF-BAUMANN STR. 25, 44805, BOCHUM, GERMANY

TEL: +49-234-912-816-0     FAX: +49-234-912-816-60

INDIA

HWACHEON MACHINE TOOL INDIA PTE. LTD.

103, GULMOHAR CENTRE POINT,34/A,WADGAON SHERI, 

PUNE 411 014, INDIA

TEL: +91-20-6560-0168

CHINA

HWACHEON MACHINE TOOL CHINA CO., LTD.

B03A LIANGUAN JUHE INTERNATIONAL HARDWARE CITY, NO. 

143 ZHENANZHONG ROAD, JINXIA, CHANGAN TOWN, 

DONGGUAN CITY, GUANDONG PROVINCE , CHINA  #523852

TEL: +86-769-8932-0601       FAX: +86-769-8932-0602

The product design and specifications may change without prior notice.

Read the operation manual carefully and thoroughly before operating the product, 

and always follow the safety instructions and warnings labels attached on the surfaces of the machines.

www.hwacheon.com

Please contact us for product inquiries.


